
Mabema GPV ς Automatic wood measuring on trucks 

 
Content & benefits 



- December 2012, 21 piles 
  Hard conditions 

- A total of 100 piles 
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Measuring result  

Result including the latest 

updates 

VMK test,  Dec-12  Overall,  May-13 

Data material 

       Number of unique controlled piles                    

 

21 pcs 

 

100 pcs 

Latest result May-13  

          Systematic error(volume ratio) 

          Standard deviation of error % 

             Repeatability %  

 

1,027 

4,21 % 

1,11 % 

 

1,000 (1,010) 

5,08 % (6,0) 

C:/Users/magnus.lundberg/Videos/IMG_0674.MOV
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Å A total of 100 piles compared to manual controlled measured logs. 
Å Overlook and improving  imaging data and log searching algorithms. Building 

new statistic models.  
Å Compared with regular pile measuring from bridge. A total of 250 piles. 
Å Describing new methods for calibration and optimizing the system, control 

functions  and processes to speed up measuring time. 
Å Focus on functionality. 
 

  

Spring 2013 ς towards final solution 



Functionality aspects 
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To achieve the right functionality we are focusing on: 
  

Å  Operator interface 
Å  Divided piles  
Å  Safety ς environment ς CE approval 
Å  Technical documentation ς manuals - training 
Å  Interaction with old system 
Å  Automatic diagnostics ς easy to calibrate 
Å  Effective registration of driver and load 
Å  Support and service  
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Operator interface  
Showing real & virtual images. Easy interactive use for operator. All measuring results in operator interface (GUI). Web-access. 



Customer benefits 
 1. Less measuring personnel 

2. Better logistic due to faster handling 

3. More accurate measuring 

4. You pay for what you get ς no more, no less  

5. Technical leap ς modern technique  

6. Less control measuring 
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Inside the GPV measuring frame 
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