




rOBust POrtaBLe seLF CONtaINeD uNIt WItH 
INteGrateD FLat sCreeN MONItOr
Operating temperature 0°C to 40°C (32°F to 104°F)
storage temperature -20°C to 60°C (-4°F to 140°F)
Humidity 95% non-condensing
Power Input 90 to 264VAC, 47 to 64 Hz, 75VA max
Dimensions (Case Closed) 406mm W x 330mm H x 174.5mm D 

(16” W x 13” H x 6.9” D)

Dimensions (Case Open) 406mm W x 330mm H x 443mm D (16” 
W x 13” H x 17.4” D)

Weight 8.5 kg (18.7 lbs)

CaMera CONtrOL uNIt sPeCIFICatIONs

19” raCK MOuNt uNIt FOr FIXeD 
INstaLLatIONs
Operating Temperature 0°C to 40°C (32°F to 104°F)
Storage Temperature -20°C to 60°C (-4°F to 140°F)
Humidity 95% non-condensing
Power Input 90 to 264VAC, 47 to 64 Hz, 45VA max
Dimensions 483mm W x 88mm H x 353mm D (19.1” W 

x 3.5” H x 14” D)

Weight 5 kg (11 lbs)Part Number:  C913MCA03A

Part Number:  C913MCC03A



sYsteM Part NuMBers

PAL Camera NTSC Camera
50’ Minikevlar 

Camera
100’ Minikevlar 

Camera
Rack Mount 
Controller

Portable 
Controller

50W External 
Lamp & Lighting 
Power Supply

Part no

ü ü ü C913SYS03A
ü ü ü C913SYS04A

ü ü ü C913SYS05A
ü ü ü C913SYS06A

ü ü ü ü C913SYS07A
ü ü ü ü C913SYS08A

ü ü ü ü C913SYS09A
ü ü ü ü C913SYS10A

ü ü ü C913SYS11A
ü ü ü C913SYS12A

ü ü ü C913SYS13A
ü ü ü C913SYS14A
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CaMera CONtrOL:  Features/BeNeFIts

Dedicted controls for basic 
functions

Pan (Joystick)
Tilt (Joystick)
Zoom (by joystick twist)
Iris
Focus
Lights

Graphic LCD display with  
soft key system for advanced 
functions

Pan/tilt incremental angular position 
feedback

Preset set/recall 
(16 presets:  Pan/tilt/zoom/focus)

End stop set/clear
Set pan/tilt speed proportional to 
zoom

Pan normal/reverse (for inverted 
operation)

Read current temperature/maximum 
temperature

Clear over-temperature alarms
Thermal management/temperature 
alarm select

Set temperature display units °F/°C
Read integrated radiation dose, up 
to 1.5 x 104 Rads 
(requires dosimetry option)

Freeze frame
Caption on/off (up to 20 characters)
Time/date on/off
Camera status information on/off
Set time/date

Video outputs S-Video*
Composite

Configuration Caption programming via PC key-
board (USB or PS2) connected to 
front panel

RS-232 port for in-field software 
updates

External Control Connector for remote keyboard*
Lighting power supply connector for 
external lights*

Ethernet for future expansion

* 19” rack mount unit only.

aCCessOrIes

Cable - Standard 16.0m (50’) C913CAB03A
Cable - Standard 31.0m (100’) C913CAB05A
Cable - Optional 16.0m (50’) Extension* C913CAB04A
Cable - Optional 31.0m (100’) Extension* C913CAB06A
Lighting Power Supply R905LPK03A
Pole (Pole adaptors are available.  For 
example, for Master-LeeTM.  Please 
enquire)

Various

Mounting Plate, Fixed Offset C912PTA033
Mounting Plate, Fixed Concentric C912PTA030

 *Maximum Cable Length = 91.4m (300ft)
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